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WARRANTY: 
Anti-Hydro Products, LLC. (Anti-Hydro) warrants its products to be free of  
manufacturing defects at the time of delivery to its customer and will, at its  
option, replace or refund the invoiced price of any materials proven to be  
defective. This limited warranty is in lieu of any other warranty or  
guarantee, expressed or implied, including warranties of merchantability and 
fitness for a particular purpose. Anti-Hydro  disclaims liability for any incidental,  
consequential, or other damages, including but not limited to, loss of profits 
or damages to a structure or its contents, arising under any theory of law 
whatsoever beyond the invoiced price of the material to its customer.

To the best of our knowledge, the information contained herein is accurate.  
However Anti-Hydro Products, LLC.. does not assume liability whatsoever for 
the accuracy or completeness of information contained herein. Final determi-
nation of suitability of any material is the sole responsibility of the user. All 
materials may present known or unknown hazards, please refer to the Safety 
Data Sheet (SDS) for this product. This notification may not be detached from 
the specification. Any copying and redistribution of the specification shall also  
include copying and redistribution of this notice. Our salespersons or  
representatives, distributors and their personnel have no authority to change 
the recommendations contained herein. 

PACKAGING:
1-quart, 1-gallon, 5-gallon, 55-gallon or 275-gallon containers.
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For over 120 years, Anti-Hydro Products, LLC has been integrally waterproofing many concrete and masonry structures all over the globe. 
The success of our core product Anti-Hydro “AH-1”, has been attested not only by the commercial recognition accorded by its use in many 
prestigious projects worldwide, but also by tests performed by many governmental agencies and accredited independent laboratories.

SERVICES:
Our technical staff is available to review product selection and detailing during 
the design stage.

ANTI-HYDRO PRODUCTS, LLC ®

SLAB PROTECTION:
After finishing operations have been completed, the floor shall not be subjected 
to traffic for a period of 5 days. If the slab is to be subjected to heavy traffic 
during the first two weeks, it should be protected by plywood sheets or planking.

MAINTENANCE:
All due diligence must be exercised to provide a regular and frequent  
maintenance plan to clean and protect the finished surface from severe or 
prolonged assault from chemical attack, abrasive attack or similar abuse

SAFETY:
Use approved safety glasses, rubber gloves, coveralls and work boots. Protect 
animals, vegetation and food items. Refer to the Safety Data Sheet (SDS) for 
details.

STORAGE:
Store in a dry, cool place. Keep containers tightly closed. Refer to the SDS for 
details. KEEP AWAY FROM CHILDREN.

DESCRIPTION:
ANTI-HYDRO® is a non-corrosive solution of organic and inorganic  
chemicals that reacts with portland cement to produce more complete hydration.  
The increased hydration provides internal curing and a denser harder cement 
paste that binds the aggregates together. Floor slabs containing ANTI-HYDRO® 
are hard non-dusting, abrasion resistant and more durable. ANTI-HYDRO®   
increases the early and ultimate strength thus allowing early access to concrete 
floors and slabs.

SPECIFICATIONS:
All concrete floor slabs, on or above grade, as indicated on plans shall 
be hardened integrally (monolithic) and made non-dusting by the addition 
of ANTI-HYDRO® as manufactured by Anti-Hydro Products, LLC. 

DESIGN CONSIDERATIONS:
•	 MIX DESIGN:
The mix shall consist of Type-1/Type-2 portland cement, clean well graded, 
fine and coarse aggregates, conforming to ASTM C 33, designed for maximum 
strength with a minimum of 3000 psi compressive strength. Each cubic yard 
shall contain a minimum of 526 pounds (5.6 bags) of Type-1/Type-2 portland 
cement and 1½ gallons of ANTI-HYDRO®.
ANTI-HYDRO® shall be added with the mixing water or to the concrete 
while partially mixed and mixed for a minimum 1 minute per cubic yard.  
ANTI-HYDRO®  is suitable for use with Type 1L cement.

INSTALLATION:
•	 PLACING AND FINISHING:
Addition of ANTI-HYDRO® at the jobsite or at the ready-mix plant. It's important 
to note that Anti-Hydro provides acceleration. No concrete shall be placed on wet 
or soggy ground without first laying a bed of broken stone or gravel and then com-
pacting to adequate thickness to prevent the mud from mixing with the concrete.   
All concrete shall be properly placed and compacted. The surface of the  
concrete slab shall be screeded, followed by bull floating for secondary leveling. 
After the initial bleed water has disappeared the surface shall be floated. After 
the concrete has been allowed to stiffen the first troweling shall begin. Upon 
completion the slab will be allowed to stiffen further and the second troweling 
with tilted blades will follow to produce a hard smooth finish. The use of water 
during the troweling operation is not permitted.

TYPICAL PROPERTIES/PERFORMANCE DATA TYPICAL PROPERTIES/PERFORMANCE DATA 
IMPERMEABILITY/WATERPROOFING: Impermeable at 20 PSI (46’ head of water).

VAPOR TRANSMISSION/DAMP PROOFING: Produced 85% reduction in vapor transmission.

ACI 318/NON-CORROSIVE: Greatly exceed the requirements (non-corrosive).
No sign of steel corrosion in concrete with ANTI-HYDRO®.

DURABILITY: Highest durability (over a 15-year, freeze/thaw, durability test) of any material tested. 

INTEGRAL CURING: Concrete cured internally, survived durability tests of 719 freeze/thaw 
cycles without any damage.

ACCELERATION: High range accelerator. 30% reduction in concrete setting times at 32° F.

HIGH STRENGTH/COMPRESSIVE STRENGTH: Concrete showed compressive strength  
significantly higher at all ages. Concrete exhibited a 27% increase in 3 days and 23% in 7 days. 
Mortar exhibited a 14% increase in 1 day, 11% in 3 days and 12% in 7 days.

BONDING SHEAR STRENGTH: Poured topping with ANTI-HYDRO® bonded as an integral part 
of the old floor slab and the bond found to be stronger than the original concrete.  
(Double the bond strength).

TENSILE SHEAR STRENGTH: Bonded to old concrete the failure consistently occurred in the old 
concrete with no failure in the bond.

ABRASION: Produced 85% increase in abrasion resistance.

SHRINKAGE REDUCTION: 20-25% reduction in shrinkage.

PLASTICITY: Produced a 29% increase in plasticity.

ASTM SPECIFICATION: Meets ASTM C-494, Types A, C & E


