
MORTAR FOR BRICK AND BLOCK WORK

All masonry, including walls and parapets, shall be laid 
in a full bed of mortar of one part Portland cement and 
three parts, clean, properly graded unfrozen sand. This 
mortar shall be gauged and tempered with a solution 
of one part Anti-Hydro® AH-1 to not more than fifteen 
parts of water. Place and thoroughly grout all units at 
every course. Parget with the same mortar between the 
face brick and back up masonry.

FOR COLD WEATHER WORK
BE SURE THAT SAND & 

AGGREGATE ARE FREE OF ICE.

DIRECTIONSDIRECTIONS

To protect Portland cement mortars against freezing 
for anticipated outside air temps use one of the 
following proportions.

0° to -3.9°C - 1 part AH-1 with 12 parts water

-3.9° to -9.4°C - 1 part AH-1 with 10 parts water

-9.4°C or less, mechanical heat is necessary

To protect masonry cement or lime mortars at
temperatures as low as:

-9.4°C use one part AH-1 with ten parts water
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DO NOT USE ANTI-HYDRO® AH-1 IN  
PRE-STRESSED AND/OR POST-TENSIONED 

APPLICATIONS (CONTAINS CaCL2 SOLUTIONS).
For more details please contact our 

Technical Department at 1-908-284-9000

CAUTIONCAUTION

 



Work with safety and speed during the winter 
months instead of shutting down your jobs  
because of cold weather.

By using Anti-Hydro® AH-1 in masonry mortar, 
you can work without worrying about freezing 
temperatures.

AH-1 prevents the freezing of mortars at 
temperatures as low as -9.4C. and hastens the 
set. It prevents frozen masonry due to drop in 
temperature as low as -9.4C. When used in  
accordance with our specifications, it eliminates 
the necessity for any admixtures for special 
cements. It makes a plastic mortar that bonds 
securely and reduces shrinkage to a minimum. It 
also reduces, to a marked degree, efflorescence 
and staining of the masonry.

AH-1 usually saves its own cost. It permits safe 
progress of masonry work down to -9.4C.
Use it for cold weather work and keep your 
organization busy all winter. Finish your jobs on 
time and collect prompt payment for completed 
contracts.

AH-1 is easy and economical to use. It is a liquid 
chemical compound which mixes readily with 
water. Simply add it to the mixing water in the 
recommended proportions.

Since 1904 Anti-Hydro® has been used through-
out the world. Satisfactory results are obtained 
through proper use of AH-1 with type “M” or “S” 
mortars.

Decide NOW to use Anti-Hydro® AH-1 for winter 
work. Save time and money. Prevent frozen 
masonry.

USE USE ANTI-HYDRO AH-1ANTI-HYDRO AH-1 TO  TO 
CONTINUE CONSTRUCTION ALL WINTER.CONTINUE CONSTRUCTION ALL WINTER.
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For over 120 years, Anti-Hydro Products, LLC has been integrally waterproofing many concrete and masonry 
structures all over the globe. The success of our core product Anti-Hydro “AH-1”, has been attested not only 
by the commercial recognition accorded by its use in many prestigious projects worldwide, but also by tests 
performed by many governmental agencies and accredited independent laboratories.
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